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Addendum No. 1

Dear Contractor:

This addendum is being issued to the contract for construction on State highway in RIVERSIDE COUNTY NEAR
BANNING AT THE DESERT HILLS TRUCK INSPECTION FACILITIES.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on October 13, 2005.

This addendum is being issued to revise the Project Plans, the Notice to Contractors and Special Provisions and the
Proposal and Contract.

Project Plan Sheets 3, 4, 5, 6, 7, 8, 9, 10, 11, and 12 are revised.  Half-sized copies of the revised sheets are attached for
substitution for the like-numbered sheets.

In the Special Provisions, Section 5-1.115, "COMPENSATION ADJUSTMENTS FOR PRICE INDEX
FLUCTUATIONS," is added as attached.

In the Special Provisions, Section 10-1.07, MAINTAINING TRAFFIC," the following paragraphs are added after the
fifth paragraph:

"The truck inspection facility may be closed for the following items of work:

A. Remove Asphalt Concrete Surfacing
B. Imported Borrow
C. Asphalt Concrete (Type A)
D. Place Asphalt Concrete (Miscellaneous Area)
E. Thermoplastic Pavement Marking
F. Thermoplastic Traffic Stripe (Sprayable)
G. Installation of Traffic Signal

Minor deviations from the requirements of this section concerning hours of work or access to the weigh scales which do
not significantly change the cost of the work may be permitted upon the written request of the Contractor, if in the opinion of
the Engineer, public traffic will be better served and the work expedited.

Access to the truck inspection facility shall be available during all other construction activities unless approved in
writing by the Engineer."
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In the Special Provisions, Section 10-1.105 ,"TEMPORARY PAVEMENT DELINEATION," is added as attached.

In the Special Provisions, Section 10-1.135, "CHANNELIZER," is added as attached.

In the Special Provisions, Section 10-1.22, "PAINT TRAFFIC STRIPE AND PAVEMENT MARKING," is added as
attached.

In the Proposal and Contract, the Engineer’s Estimate Items 20, 21, and 22 are added as attached.

To Proposal and Contract book holders:

Replace page 3 of the Engineer's Estimate in the Proposal with the attached revised page 3 and the added
page 3A of the Engineer's Estimate.  The revised Engineer's Estimate is to be used in the bid.

Inquiries or questions in regard to this addendum must be communicated as a bidder inquiry and must be
made as noted in the NOTICE TO CONTRACTORS section of the Notice to Contractors and Special
Provisions.

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.

This office is sending this addendum by UPS overnight mail to Proposal and Contract book holders to ensure that each
receives it.  A copy of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer

Attachments



5-1.115  COMPENSATION ADJUSTMENTS FOR PRICE INDEX FLUCTUATIONS
The provisions of this section shall apply only to the following contract item:

ITEM CODE ITEM
390102 ASPHALT CONCRETE (TYPE A)

The compensation payable for paving asphalt used in asphalt concrete will be increased or decreased in conformance
with the provisions of this section for paving asphalt price fluctuations exceeding 10 percent (Iu/Ib is greater than 1.10 or less
than 0.90) which occur during performance of the work.

The adjustment in compensation will be determined in conformance with the following formulae when the item of
asphalt concrete is included in a monthly estimate:

A. Total monthly adjustment = AQ
B. For an increase in paving asphalt price index exceeding 10 percent:

A = 0.90 (1.1023) (Iu/Ib - 1.10) Ib

C. For a decrease in paving asphalt price index exceeding 10 percent:

A = 0.90 (1.1023) (Iu/Ib - 0.90) Ib

D. Where:

A = Adjustment in dollars per tonne of paving asphalt used to produce asphalt concrete rounded to the nearest $0.01.
Iu = The California Statewide Paving Asphalt Price Index which is in effect on the first business day of the month

within the pay period in which the quantity subject to adjustment was included in the estimate.
Ib = The California Statewide Paving Asphalt Price Index for the month in which the bid opening for the project

occurred.
Q = Quantity in tonnes of paving asphalt that was used in producing the quantity of asphalt concrete shown under

"This Estimate" on the monthly estimate using the amount of asphalt determined by the Engineer.

The adjustment in compensation will also be subject to the following:

A. The compensation adjustments provided herein will be shown separately on payment estimates.  The Contractor
shall be liable to the State for decreased compensation adjustments and the Department may deduct the amount
thereof from moneys due or that may become due the Contractor.

B. Compensation adjustments made under this section will be taken into account in making adjustments in
conformance with the provisions in Section 4-1.03B, "Increased or Decreased Quantities," of the Standard
Specifications.

C. In the event of an overrun of contract time, adjustment in compensation for paving asphalt included in estimates
during the overrun period will be determined using the California Statewide Paving Asphalt Price Index in effect on
the first business day of the month within the pay period in which the overrun began.

The California Statewide Paving Asphalt Price Index is determined each month on the first business day of the month by
the Department using the median of posted prices in effect as posted by Chevron, Mobil, and Unocal for the Buena Vista,
Huntington Beach, Kern River, Long Beach, Midway Sunset, and Wilmington fields.

In the event that the companies discontinue posting their prices for a field, the Department will determine an index from
the remaining posted prices.  The Department reserves the right to include in the index determination the posted prices of
additional fields.

The California Statewide Paving Asphalt Price Index is available at the Division of Engineering Services website:

http://www.dot.ca.gov/hq/esc/oe/asphalt_index/astable.html
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10-1.105  TEMPORARY PAVEMENT DELINEATION
Temporary pavement delineation shall be furnished, placed, maintained, and removed in conformance with the

provisions in Section 12-3.01, "General," of the Standard Specifications and these special provisions.  Nothing in these
special provisions shall be construed as reducing the minimum standards specified in the Manual on Uniform Traffic Control
Devices (MUTCD), MUTCD California Supplement, or as relieving the Contractor from the responsibilities specified in
Section 7-1.09, "Public Safety," of the Standard Specifications.

GENERAL
Whenever the work causes obliteration of pavement delineation, temporary or permanent pavement delineation shall be

in place prior to opening the traveled way to public traffic.  Laneline pavement delineation shall be provided at all times for
traveled ways open to public traffic.

The Contractor shall perform the work necessary to establish the alignment of temporary pavement delineation,
including required lines or marks.  Surfaces to receive temporary pavement delineation shall be dry and free of dirt and loose
material.  Temporary pavement delineation shall not be applied over existing pavement delineation or other temporary
pavement delineation.  Temporary pavement delineation shall be maintained until superseded or replaced with a new pattern
of temporary pavement delineation or permanent pavement delineation.

Temporary pavement markers, including underlying adhesive, and removable traffic tape which are applied to the final
layer of surfacing or existing pavement to remain in place or which conflicts with a subsequent or new traffic pattern for the
area shall be removed when no longer required for the direction of public traffic, as determined by the Engineer.

TEMPORARY LANELINE AND CENTERLINE DELINEATION
Whenever lanelines are obliterated and temporary pavement delineation to replace the lines is not shown on the plans,

the minimum laneline and centerline delineation to be provided for that area shall be temporary pavement markers placed at
longitudinal intervals of not more than 7.3 m.  The temporary pavement markers shall be the same color as the laneline the
pavement markers replace.  Temporary pavement markers shall be, at the option of the Contractor, one of the temporary
pavement markers listed for short term day/night use (14 days or less) or long term day/night use (6 months or less) in
"Prequalified and Tested Signing and Delineation Materials" of these special provisions. The temporary pavement markers
shall be placed in conformance with the manufacturer's instructions. Temporary pavement markers for long term day/night
use (6 months or less) shall be cemented to the surfacing with the adhesive recommended by the manufacturer, except epoxy
adhesive shall not be used to place the temporary pavement markers in areas where removal of the temporary pavement
markers will be required.

Temporary laneline consisting entirely of temporary pavement markers listed for short term day/night use (14 days or
less), shall be placed on longitudinal intervals of not more than 7.3 m and shall be used for a maximum of 14 days on lanes
opened to public traffic.  Prior to the end of the 14 days the permanent pavement delineation shall be placed.  If the
permanent pavement delineation is not placed within the 14 days, the Contractor shall replace the temporary pavement
markers and provide additional temporary pavement delineation and shall bear the cost thereof.  The additional temporary
pavement delineation to be provided shall be equivalent to the pattern specified for the permanent pavement delineation for
the area, as determined by the Engineer.

Full compensation for furnishing, placing, maintaining, and removing the temporary pavement markers (including
underlying adhesive, layout (dribble) lines to establish alignment of temporary pavement markers or used for temporary
laneline delineation and signing specified for "no passing" zones) for those areas where temporary laneline delineation is not
shown on the plans and for providing equivalent patterns of permanent traffic lines for those areas when required, shall be
considered as included in the contract prices paid for the items of work that obliterated the laneline and centerline pavement
delineation and no separate payment will be made therefor.

TEMPORARY TRAFFIC STRIPE (PAINT)
Temporary traffic stripe consisting of painted traffic stripe shall be applied and maintained at the locations shown on the

plans.  The painted temporary traffic stripe shall be complete in place at the location shown prior to opening the traveled way
to public traffic.  Removal of painted temporary traffic stripe will not be required.

Temporary painted traffic stripe shall conform to the provisions in "Paint Traffic Stripes and Pavement Markings" of
these special provisions, except for payment.  At the option of the Contractor, either one or 2 coats shall be applied regardless
of whether on new or existing pavement.

At the Contractor's option, temporary removable striping tape listed in "Prequalified and Tested Signing and Delineation
Materials" of these special provisions may be used instead of painted temporary traffic stripes.  When traffic stripe tape is
used in place of painted temporary traffic stripes, the tape will be measured and paid for by the meter as temporary traffic
stripe (paint).
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TEMPORARY PAVEMENT MARKING (PAINT)
Temporary pavement marking consisting of painted pavement marking shall be applied and maintained at the locations

shown on the plans.  The painted temporary pavement marking shall be complete in place at the location shown prior to
opening the traveled way to public traffic.  Removal of painted temporary pavement marking will not be required.

Temporary painted pavement marking shall conform to the provisions in "Paint Traffic Stripes and Pavement Markings"
of these special provisions, except for payment.  At the option of the Contractor, either one or 2 coats shall be applied
regardless whether on new or existing pavement.

At the Contractor's option, temporary removable pavement marking tape or permanent pavement marking tape listed in
"Prequalified and Tested Signing and Delineation Materials" of these special provisions may be used instead of painted
temporary pavement markings.  When pavement marking tape is used, regardless of which type of tape is placed, the tape
will be measured and paid for by the square meter as temporary pavement marking (paint).

MEASUREMENT AND PAYMENT
Temporary traffic stripe (paint) and temporary pavement marking (paint) will be measured and paid for in the same

manner specified for paint traffic stripe (1-coat) and paint pavement marking (1-coat) in Section 84-3.06, "Measurement,"
and Section 84-3.07, "Payment," of the Standard Specifications.
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10-1.135  CHANNELIZER
Channelizers shall conform to the provisions in Section 12, "Construction Area Traffic Control Devices," of the Standard

Specifications and these special provisions.
Channelizers shall conform to the provisions in "Prequalified and Tested Signing and Delineation Materials" of these

special provisions.
When no longer required for the work as determined by the Engineer, channelizers and underlying adhesive used to

cement the channelizer bases to the pavement shall be removed.  Removed channelizers and adhesive shall become the
property of the Contractor and shall be removed from the site of work.
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10-1.22  PAINT TRAFFIC STRIPE AND PAVEMENT MARKING
Painted traffic stripes (traffic lines) and pavement markings shall be applied in conformance with the provisions in

Section 84, "Traffic Stripes and Pavement Markings," of the Standard Specifications and these special provisions.
Traffic stripe and pavement marking paint shall conform to the requirements in State Specification No. PTWB-01.
The color of the painted traffic stripes and pavement markings shall conform to the requirements in ASTM Designation:

D 6628-01.
Retroreflectivity of the paint traffic stripes and pavement markings shall conform to the requirements in ASTM

Designation:  D 6359-99.  White painted traffic stripes and pavement markings shall have a minimum initial retroreflectivity
of 250 mcd⋅m-2⋅lx-1.  Yellow painted traffic stripes and pavement markings shall have a minimum initial retroreflectivity of
150 mcd⋅m-2⋅lx-1.

At the option of the Contractor, permanent traffic striping and pavement marking tape conforming to the provisions in
"Prequalified and Tested Signing and Delineation Materials" of these special provisions may be placed instead of painted
traffic stripes and pavement markings.  Permanent tape, if used, shall be placed in conformance with the manufacturer's
specifications.

If permanent tape is placed instead of painted traffic stripes and pavement markings, the tape will be measured and paid
for by the meter as paint traffic stripe and by the square meter as paint pavement marking of the number of coats designated
in the Engineer's Estimate.
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ENGINEER'S ESTIMATE
08-0C9504

Item
No.

Item
Code

Item Description Unit of
Measure

Estimated
Quantity

Unit Price Item Total

1 033205 TRAFFIC PLASTIC DRUM EA 33

2 074017 PREPARE WATER POLLUTION
CONTROL PROGRAM

LS LUMP SUM LUMP SUM

3 074020 WATER POLLUTION CONTROL LS LUMP SUM LUMP SUM

4 120090 CONSTRUCTION AREA SIGNS LS LUMP SUM LUMP SUM

5 120100 TRAFFIC CONTROL SYSTEM LS LUMP SUM LUMP SUM

6 120120 TYPE III BARRICADE EA 10

7 129000 TEMPORARY RAILING (TYPE K) M 80

8 150713 REMOVE PAVEMENT MARKING M2 26

9 150714 REMOVE THERMOPLASTIC TRAFFIC
STRIPE

M 1510

10 150857 REMOVE ASPHALT CONCRETE
SURFACING

M3 255

11 198001 IMPORTED BORROW M3 340

12 390102 ASPHALT CONCRETE (TYPE A) TONN 470

13 394002 PLACE ASPHALT CONCRETE
(MISCELLANEOUS AREA)

M2 1700

14 566011 ROADSIDE SIGN - ONE POST EA 7

15 840515 THERMOPLASTIC PAVEMENT
MARKING

M2 93

16 840560 THERMOPLASTIC TRAFFIC STRIPE
(SPRAYABLE)

M 4000

17 035303 200 MM THERMOPLASTIC TRAFFIC
STRIPE (SPRAYABLE)

M 4360

18 035304 100 MM THERMOPLASTIC TRAFFIC
STRIPE (BROKEN 5.18 M - 2.14 M)
(SPRAYABLE)

M 440

19 994650 BUILDING WORK LS LUMP SUM LUMP SUM

20 120149 TEMPORARY PAVEMENT MARKING
(PAINT)

M2 21

Contract No. 08-0C9504
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Item
No.

Item
Code

Item Description Unit of
Measure

Estimated
Quantity

Unit Price Item Total

21 120159 TEMPORARY TRAFFIC STRIPE
(PAINT)

M 450

22 120165 CHANNELIZER (SURFACE
MOUNTED)

EA 95

TOTAL BID:
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